






Comparison: 

Trees Current code including Heritage Tree 
ordinance

Current code including Heritage Tree 
ordinance

CWQZ 50’-300’ buffer depending on drainage 
and 100-year floodplain

Current code

CWQZ crossing Allowed 30’ decomposed granite trail 
with approved site plan

Permit asphalt trail

Landscape Current code Current code

Existing Code/Agreement/Site plan Proposed PUD
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Code Modifications: 

25-8-262: Critical Water Quality Zone Street Crossings- To allow an existing asphalt 
trail to remain within the critical water quality zone.

25-8-341: To allow a specified amount of cut above 4’ within PA4.
Cut 4-8’ 75,600 square feet

8-14’ 86,100 square feet

25-8-342: To allow a specified amount of fill above 4’ within PA4.
Fill 4-8’ 121,800 square feet

8-20’ 52,500 square feet
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Recommended with Conditions: 
1. Water quality for all new development shall consist of 100%green

storm water infrastructure
2. Impervious cover limited to 68%
3. Dedicate 11.38 gross acres of parkland
4. Provide 298 acres of Open Space
5. Restore 14.36 acres of wetlands
6. Re-permit and construct US Army Corps of Engineers creek

restoration
7. Install 400 native trees minimum size 2" caliper and water trees for

establishment. Trees shall not count towards any other landscape
requirement

8. Provide .88 acres of water quality treatment to mitigate asphalt
trail

9. Restore vegetation along asphalt trail per Sheet 9
10. Requirements outlined in conditions #5, #6, #7, #8, and #9 shall be

constructed with the first site plan requiring a building permit and
only a site plan for the recreation fields associated with PA 4 shall
proceed these requirements.
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